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PORTAL

EXTRUDADOS

Portoes e Grades

Lambris

D-069
D-102
DS-104
DS-105
DS-152
DS-193 P
DS-266
E-363
E-365
LB-036
LB-038
LB-050
LB-069
STL-0071
STL-0076
STL-0092
STL-0154
STL-0156
STL-0179
STL-0180
STL-0189
STL-0206
STL-0249
STL-0262
STL-0267
STL-0297
STL-0298
STL-0329
STL-0367
STL-0368
STL-0369
STL-0370
STL-0391
STL-0422
STL-0423
STL-0425
STL-0456
STL-0459
STL-0735
STL-0789
STL-0812
STL-0813
STL-0814

U-1098
PC-001
PC-005
Y-335

PC-006
25-514
PC-004
PC-002
78-719
50-018
25-517
39-1058

74-029
79-952
19-248
78-778
78-778

19-703C
78-777
PC-010
78-1043D
39-498

1,018
0,583
0,244
0,155
0,718
0,402
0,597
1,051
0,645
0,673
0,931
0,626
0,724
1,463
0,335
0,446
0,371
0,406
0,658
0,569
1,549
1,291
0,247
0,532
0,087
0,967
0,795
0,052
0,771
0,454
1,142
1,078
0,897
0,764
0,743
0,626
0,576
0,903
0,802
0,829
0,474
0,893
0,787

INDICE POR PERFIL

03

12

STL-0835
STL-0838
STL-0847
STL-0914
STL-0979
STL-1177
STL-1328
STL-1690
STL-1732
STL-1836
STL-1837
STL-1967
U-1098
Y-355
Z-033

30-089
PC-002
78-889

DS-266

DS-006

0,786
1,021
0,554
0,474
0,688
1,604
1,565
0,554
0,596
1,046
0,859
0,884
0,550
0,709
0,352

13
10
03
06
09
18
18
17
09
19
19
20
05
13
08



PORTAL

EXTRUDADOS

STL-0156

Merc. 25-514
0,406 kg/m

STL-0847

Merc.30-089
0,554 kg/m

STL-0262

Merc.25-517
0,532 kg/m

-
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N
i

=

PORTOES E GRADES

70.0

27

23.2

24.0

.65



86.0

26.5

PORTAL PORTOES E GRADES
E-363 E-365
Merc. PC-001 Merc.PC-005
1,057 kg/m 0,645 kg/m
96.8
\ 50.0
STL-0812 STL-0154
Merc.39-498 Merc. PC-006
0,474 kg/m 0,371 kg/m
49.7

48.0 \



EXTRUDADOS
U-1098
Merc. DS-266
0,550 kg/m
35.0
35.0 \
DS-266
Merc. U-1098
0,597 kg/m
35.0
35.0
DS-152
Merc. ------
0,718 kg/m
38.0
38.0 \

PORTOES E GRADES

BE-007/1

48.0

BlE-0297

48.5

BIE-0298

48.5

48.0

Y



PORTAL PORTOES E GRADES

EXTRUDADOS

STL-0076
Merc. ------
0,335 kg/m
33.0
L 33.0
D-102
Merc. ------
0,583 kg/m
38.1
3
38.1
STL-0368
Merc. 79-952
0,454 kg/m
23\.0
! 46.0

B5=193 P

254

50.8 =

BE-0092

r
L |

| 50.0 ‘

STL-0914

Merc. PC-002
0,474 kg/m

254

‘ 50.8



PORTAL PORTOES E GRADES

STL-0180 BE=0179

Merc. PC-002 Merc. PC-004
0,569 kg/m 0,658 kg/m

254 38.1

L 50.8 ‘ B

50.8

=036/

Merc. 74-029
0,771 kg/m

35.0

D-069

38.1

76.2

A



PORTAL PORTOES E GRADES

STL-0189
Merc.78-719
1,549 kg/m e
50.8
101.6
DS-104 DS-105
Merc. ------ Merc, ——----
0,244 kg/m 0,155 kg/m
/
293 Kem 1 18.0
11 2o
31.8 !
Z-033 STL-0249
Merc.DS-006 Merc. 50-018
0,352 kg/m 0,247 xg/m
____________ ‘,71 7.0—»‘
36.8
28.0
400 »‘ 11.2 ‘F




PORTAL PORTOES E GRADES 09
STL-1732 STL-0979
Merc. ------ Merc. 78-889
0,596 kg/m 0,688 kg/m
20 B 7 430
529 58.0
STL-0735
Merc. PC-010
0,802 kg/m —
53.0
65.0
STL-0789
Merc. 78-1043D
0,829 kg/m -
53.0

70.0



PORTAL
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STL-0456

STL-0422

Merc. 78-778
0,764 kg/m

72.8

STL-0459

Merc.78-777
0,903 kg/m

PORTOES E GRADES

BE=-0391

Merc.78-778
0,897 kg/m

38.1

STL-0423

384

STL-0838

L 97.9




PORTAL PORTOES E GRADES

STL-0206
Merc. ------

1,297 kg/m —

53.0
- 76.2

STL-0267 BIE-0329
Merc.39-1058 Merc. ------

0,087 kg/m 0,052 kg/m

‘.71 7.0 ——‘

~1 2.0»‘
fi—;‘ '
7'+6 6.0

QLMAA ﬂ 93 L



PORTAL
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LB-036

Merc.Y-335
0,673 kg/m

167.7

LAMBRIS

iB-

050

168.0

5.8 ’k



PORTAL
EXTRUDADOS
Y-355
Merc. ------
0,709 kg/m
— 6.2 ~—
168.0

LAMBRIS

STL-0835

18

~—14.8 —

8.1



PORTAL LAMBRIS

LB-069 STL-0425
Merc. ------ Merc. 19-703C
0,724 g/m 0,626 kg/m
36.3 ‘

30.0

169.0 158.0
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STL-0369

39.0

195.0

LAMBRIS

iB-

038

49.9 ‘

188.6
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STL-0813

~—— 254 j

181.0

LAMBRIS

BIE-0370

Merc. 19-248
1,078 kg/m

304

187




PORTAL

EXTRUDADOS

STL-1690

STL-0814

LAMBRIS

50.0

77‘% 21.54’1

108.0

77‘*1 0.0’J



PORTAL

EXTRUDADO
BIE-1328
Merc. ------
1,565 kg/m
16

S

-

LAMBRIS

BE-1177

167.4

‘ZZOj



PORTAL
EXTRUDADOS
STL-1836
Merc. ------
1,046 kg/m
204.3

~—14.8 —

LAMBRIS

BIE-1837

146

21.9




PORTAL LAMBRIS

EXTRUDADOS

BIE-1967

200.9

-—14.5—





